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•

•

•

Measuring range 0 ~ 35m
requency  54Hz

<2s
1mm
±3mm

Repeat ±1.5mm
Frequency 26GHz

nt temperature  ~ 70
Process temperature  ~ 1000
Process pressure 
Prot ev IP67

Area of application

Feature and benefit

Technical data

Material

 

CPR6800 Specification Sheet

Twin-chips

Multi-Track

Waves Memo

R r re      Radar sensor 

T
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Housing version

Single chamber housing
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Single chamber housing

24V DC.Four-wire

+
-

+-

24VDCDC

Dimensions24V DC.Two-wire/24V DC.Four-wire

24V

+-+-

+
-

(4 20)mADC

+-

220VAC

+
-

(4 20)mA～

LN

220V AC.Four-wire

Antenna type  D H

DN80 78 228

DN100 98 288

DN100(lengthen) 98 473

DN125 123 621
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1 2 3 4 5  6 7 8 9 
  CPR6800

1       LANGUAGE

A English
I Chinese

2       APPROVAL

XX
CX
DX
EX

Standard
Ex ia IIC T6 Ga
Ex d ia [iaGa]IIC T6/T2 Gb
Ex iaD tD A21 IP67T80°C/T290°C

3       ANTENNA VERSION / MATERIAL

4       PROCESS FITTING

Customized

Customized

6      ELECTRONICS

TT

08
00
-0
10
0-
01
M
SN
20
18
10

Ordering code

H
B
I

W
T

Two-wire 4...20mA/HART; 24 VDC
Four wire 4...20mA/HART; 220 VAC
Four wire 4...20mA/HART; 24 VDC
Wireless; GPRS; Wireless C Mesh
Customized

7      HOUSING/PROTECTION

M
N

M20x1.5 / with/ without
½NPT/ without/ without

8      CABLE ENTRY / CABLE GLAND/
CONNECT CABLE

9      LCD DISPLAY

X
A

Without display
With display

5       PROCESS SEAL / TEMPERATURE/
         PRESSURE

FKM（Viton） / -40…150°C/ -1…40bar

T Customized/Max. 1000°C /Max. 400Bar

D
E
F
G
N
R

T
M

H Graphite and ceramic / -60…400°C/ -1…40bar

With horn antenna ø78 mm / 316L
With horn antenna Ø98mm / 316L
With horn antenna ø98mm L / 316L
With horn antenna ø123mm L/ 316L
With horn antenna ø98mm/ 316L+ dust cover 
With horn antenna ø98mm L / 316L+ dust cover 
With horn antenna ø123mm L / 316L+ dust cover 

1F
1G
1H
1I
1E
1R
1K
1L

Swiv ge 4" 150Ib
Swiv ge 6" 150Ib
Swiv ge 8" 150Ib
Swiv ge 10" 150Ib
Swiv ge DN100
Swiv ge DN150
Swiv ge DN200
Swiv ge DN250

2
3 Kalrez 6375 / -20…150°C/ -1…40bar
4 FKM（Viton）+ radiator / -40…250°C / -1…3bar
5 Kalrez 6375 + radiator / -20…250°C / -1…3bar

A

W

Single chamber/ Aluminum / IP67

Double chamber/ 316L SS/ IP67
B Double chamber/ Aluminum / IP67
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